MSC RFP # N00033-03-R-8004


ATTACHMENT 1

GLOSSARY OF TERMS  (Paragraph 1.1 REFERS)

ABS:  American Bureau of Shipping

ACQPA:  Association for Certification and Qualification for Anticorrosive Paintwork

ASTM:  American Society of Testing Materials

AVAILABILITY:  Time when ship is available for industrial assistance such as shipyard periods

CONUS:  Within the Continental United States

DFT:  Dry Film Thickness

EC:  Electronic Commerce

EDI:  Electronic Data Interchange

EPA:  Environmental Protection Agency

FDA:  Food and Drug Administration

Federal Standard 595B:  Standard used for colors in Government procurement

FROSIO:  Norwegian organization Faglig Råd for Opplæring og Sertifisering av InspectØrer innen Overflatebehandlingsfagene

GFM:  Government Furnished Material

JTR:  Joint Travel Regulations

MSDS:  Material Safety Data Sheets

NESHAP:  National Emissions Standards on Hazardous Air Pollutants

NSF:  National Sanitation Foundation

NACE:  National Association of Corrosion Engineers

Paint Schedule:  Document that lists types of paint, number of coats, thickness of each coat, colors and areas of all the painted surfaces on a particular ship

OCONUS:  Outside the Continental United States

QPL:  Qualified Products Lists:  Lists of products qualified in accordance with U.S. Government specifications (e.g., QPL 23236 is a list of products qualified under Military Specification 23236.)

RAL:
Reichsausschuss für Lieferbedingungen (RAL) [National Board of Supply Conditions] 

SPC:  Society for Protective Coatings (Previously SSPC – Steel Structure Painting Council)

TBT:  Tributyltin

TPD:  Technical Product Description

UHP:  Ultra High Pressure

VOC:  Volatile Organic Compounds

WFT:  Wet Film Thickness

ATTACHMENT 2

STANDARDS (Paragraph 1.2 REFERS)

APHA:  American Public Health Association – At a minimum, APHA establishes the standard methods for the examination of water and wastewater.

ASTM:  American Society of Testing and Materials - Where referenced, ASTM standards are to be used for inspection and testing of materials during application and/or failure analysis.

EPA:  Environmental Protection Agency - The EPA standards are, at a minimum, used to define hazardous material.

ISO:  International Standards Organization - ISO 9000 standards can be used for quality assurance for: a) Product manufacturing; b) Product delivery; and c) Laboratory testing.

ANSI:  American National Standards Institute - ANSI is one of the technical standards groups that form the ISO, which sets quality assurance standards and manufacturing standards worldwide.

NSF:  National Sanitation Foundation - The NSF sets standards for coatings used in potable water tanks.

NACE:  National Association of Corrosion Engineers - NACE sets standards for coatings and coating operations, e.g.: surface preparation standards.

NSTM:  Navy Standard Technical Manual

RAL:
Reichsausschuss für Lieferbedingungen (RAL) [National Board of Supply Conditions] - RAL colors are standard colors based on a series of color collections for industry which are published by the Deutsches Institut für Gütesicherung und Kennzeichnung, Sankt Augustin (originally "Reichsausschuss für Lieferbedingungen")
SPC:  Society for Protective Coatings - The SPC sets standards for surface preparation and coating operations. (Previously known as SSPC – Steel Structures Painting Council)

JTR:  Joint Travel Regulations – The JTR contains DoD regulations to define the allowable per diem rates and rules regarding various travel expenses.

