1.0	ABSTRACT





	This Item establishes general requirements for joiner work design, material, and construction.





2.0	REFERENCES





	2.1	American Society for Testing and Materials (ASTM), F1178, Standard Specification for Enameling System, Baking, Metal Joiner Work and Furniture.  





3.0	GENERAL





	3.1	Materials and installation methods shall provide a finished appearance compatible with the surroundings and blending with the decor.  





	3.2	Joiner work shall not be installed until main piping, cables, and vent ducts are installed and their interference with the joiner work ascertained.  Joiner work shall be designed and installed to eliminate sharp edges.





	3.3	Support for heavy items located against joiner bulkheads shall be provided with strength members other than the bulkhead panel.  Heavy items shall be through bolted to the independent strength member.





	3.4	Raceways shall be the same color as the surrounding ceiling and joiner panels for concealing items including but not limited to pipe, electric cable, and fiber optic cable runs.  These raceways shall be easily removable to permit inspection, maintenance, repair, or replacement of the concealed items.  





4.0	BULKHEADS AND LININGS





	4.1	New Bulkheads





		Joiner bulkheads shall have noncombustible decorative veneer on both sides.  Joiner liners shall have the unfinished veneer on the hidden side, and noncombustible decorative veneer on the exposed side. 





	4.2	Materials





		4.2.1	Channel and mounting hardware shall be obtained from the same manufacturer.  Channel and mounting hardware shall be manufacturer’s standard stock items.  Screws shall be self-tapping and spaced closely enough to prevent panel rattling.  Joiner material and hardware shall be removable, color coordinated, and selected for ease of maintenance.  To the maximum extent possible, bulkhead, ceiling, and lining fasteners shall be concealed.  When joiner installation materials are exposed they shall be corrosion resistant and have a baked enamel finish in accordance with Reference 2.1.  Other joiner securing materials and deck mounted tracking shall be corrosion resistant and painted to match the surrounding area.  





		4.2.2	Joiner bulkheads and liners shall be installed to existing bulkheads to give a finished appearance.  Liners shall be installed as close as possible to the existing bulkhead, without removing stiffener insulation.  Veneers on hard core systems shall be High Pressure Plastic Laminate (HPPL) and veneers on soft core systems shall be PVC foil coated steel.





	4.3	When installing joiner material in spaces without a ceiling, install 18 gage sheet metal flashing between the top of each joiner panel and the deckhead.





5.0	CEILINGS





	Ceilings shall be treated galvanized steel or aluminum panels with beveled edges.  Ceiling panels shall be perforated, except in wet and sanitary spaces where panels shall be non-perforated.  Ceilings in galley/scullery areas shall be 20 USSG, AISI 304 stainless steel construction with satin finish.





	5.1	Fasteners





		All ceiling fasteners shall be non-corrosive and colored to match the ceiling.





	5.2	Insulation





		Where required, ceiling panels shall have approved, fireproof insulation.
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